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1500 SERIES CYLINDERS
1-1/2Ó Bore Cyl inder, 0-500 PSI, A i r  or  Hydraul ic

SPECIAL FEATURES
¥ Non-corrosive throughout ¥ Aircraft type ÒOÓ ring seals (Buna ÒNÓ standard compound)
¥ Heavy wall tube (1/8Ó thick brass, pump cylinder finish) ¥ 0-500 PSI operating pressure range
¥ Polished & ground stainless steel piston rods ¥ ÒUÓ cup piston seals available (add 1Ó to length)
¥ Threaded rods standard ¥ 1/2Ó or 5/8Ó non-rotating rod available (single acting
¥ All parts easily & economically serviced spring return only), 1Ó stop on stroke from 0Ó to 4Ó

Addi t ional  In f ormat ion f or  1500 Ser ies Cyl inders
Cylinder Specification Chart and Ordering Data .................................................................... See Page 15
Fittings and Accessories for 1500 Series Cylinders ................................................................. See Page 39
Cylinder Engineering Data .................................................................................................... See Pages 42-43
Small Bore Cylinder Service Parts List ..................................................................................... See Pages 44-45

Clev is Mount Front  Trunnion Mount

Foot  Mount Double Pist on Rod

Rod End Mount ed St ud Mount  (Por t s in  Line)

MODELS:   RC-1500,  RC-1500-1,  RC-1500-2,  RC-1500-3 MODELS:   DC-1500,  DC-1500-1,  DC-1500-2,  DC-1500-3

MODELS:   CC-1500,  CC-1500-1,  CC-1500-2,  CC-1500-3 MODELS:   TFC-1500,  TFC-1500-1,  TFC-1500-2,  TFC-1500-3

MODELS:   FC-1500,  FC-1500-1,  FC-1500-2,  FC-1500-3 MODELS:   DPC-1500,  DPC-1500-1,  DPC-1500-2,  DPC-1500-3
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Manu f act ur ing since 1958
1500 SERIES CYLINDERS
1-1/2Ó Bore Cyl inder, 0-500 PSI, A i r  or  Hydraul ic

For Stroke Add
0 to 2Ó 0Ó
2-1/8Ó to 4Ó  1Ó
4-1/8Ó to 5Ó 1-1/2Ó
5-1/8Ó to 7Ó 2Ó

Note:  All Model 1500-3 spring return cylinders
with strokes from 0Ó to 4Ó require a 1Ó stop

To base length, add 1Ó for each 2Ó of stroke

Model 1500 1500-1     1500-2 1500-3
Rod Dia.    1/2 1/2 5/8 3/4

A 1/2-20 1/2-20 5/8-18 3/4-16
B 7/8-14 1-14 1-14 1-1/4-12
C .933 1.222 1.222        1.373
D 1-1/4 1 1 1
E 45/64 13/16 13/16 13/16
F 2-1/8 2-5/8 2-5/8 2-5/8
G 2-5/8 3-1/8 3-1/8 3-1/8
J 5/8 11/16 11/16 11/16
K 1-1/8 1-3/8 1-3/8 1-3/8
L 1-1/4 1-3/8 1-3/8 1-3/8
M 1/2 .615 .615 .615
N 5/16 3/8 3/8 3/8
O 2-1/8 2-1/4 2-1/4         2-1/4
P 2-7/8 3 3 3

When ordering, please specify the following
:

1 Model number
2 Stroke in inches
3 SINGLE or DOUBLE acting
4 Cushions if required (adjustable or nonadjustable;

no addition to length for cushions)
5 If plain rod required
6 Media
7 Temperature
8 Pressure
9 Optional attachments

10 Flats on rod (optional)
11 ÒUÓ cups, if required
12 Low swell seals (optional)
13 Consult factory on high temperature applications

Universal  Mount Universal  Front  Mount

Universal  Rear  Mount

Double Pist on Rod -- Universal  Mount

Universal  Trunnion Mount

MODELS:   UC-1500,  UC-1500-2,   UC-1500-3                               MODELS:   UFC-1500,  UFC-1500-2,  UFC-1500-3

MODELS:   URC-1500,  URC-1500-1,  URC-1500-2,  URC-1500-3

MODELS:  UDPC-1500, UDPC-1500-2, UDPC-1500-3

MODELS:   UTC-1500,  UTC-1500-2,  UTC-1500-3

ORDERING DATA

Cylinder Model Speci f icat ion Chart

** For  spr ing ret urn cyl inders  --  To base lengt h:

* For  spr ing ret urn cyl inders  --  To base lengt h:


