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Phone: (440) 238-7343 or 238-7344    Fax: (440) 238-3812    Web: w w w.cylval.com    Email: corporate@cylval.com48

Item         Part Name Part No.
1 Body S32-1
2 Plunger S32-2
3 Seal S32-3
4 Spring S32-4
5 Tube S32-5
6 Coil S32-6
7 Cover S32-7
8 Nut S32-8
9 Connector S32-9

* 2-Way Normally Closed & 3-Way Exhaust To Atmosphere
** 2-Way Normally O pen & 3-Way Piped Inlet

SPECIFICATIONS

•  Leakage: Zero bubble tight
•  O perating Temperature: 0-140 degrees F.
•  O perating Speed: To 600 CPM
•  Power Consumption: 7 watts
•  Duty Cycle: Continuous or Intermittent
•  Material: Interior parts - stainless steel
•  Body - Aluminum
•  Life Expectancy: Millions of cycles
•  Voltages: All standard voltages AC or DC
•  Coils: Varnish Impregnated - layer wound

Class ÓAÓ coil - 24Ó lead wires

2-WAY or  3-WAY MINI-SOLENOID VA LVES
2-Way  Ser ies S21 &  S22 / 3-Way  Ser ies S31 &  S32  

PORTING A RRANGEMENTS

(in) Orifice Port Size O per. Press. Valve No.
3/64 1/8 150 PSI SA31NC
3/64 1/4 150 PSI SA32NC

(in) Orifice Port Size O per. Press. Valve No.
3/64 1/8 150 PSI SA31NC
3/64 1/4 150 PSI SA32NC

(in) Orifice Port Size O per. Press. Valve No.
1/16 1/8 125 PSI SA31N O
1/16 1/4 125 PSI SA32N O

(in) Orifice Port Size O per. Press. Valve No.
1/16 1/8 125 PSI SA21N O
1/16 1/4 125 PSI SA22N O

(in) Orifice Port Size O per. Press. Valve No.
3/64 1/8 150 PSI SA21NC
3/64 1/4 150 PSI SA22NC
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