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21Cyl inders &  Valves, Inc .   20811 Westwood Drive    P.O. Box 360555    Strongsville, Ohio 44149
Phone: (440) 238-7343 or 238-7344    Fax: (440) 238-3812    Web: www.cylval.com    Email: corporate@cylval.com

M anu f act ur ing  since 1958
3000 & 4000 Series Cylinders w ith Tie Rods
3Ó & 4Ó Bore Cylinders, 0-150 PSI, Air or Hydraulic

SPECIAL FEATURES
¥ Non-corrosive throughout ¥ All parts easily & economically serviced
¥ Heavy wall tube (1/8Ó thick brass, pump cylinder finish) ¥ Piston seals ÒUÓ cup (Buna ÒNÓ standard compound)
¥ Polished & ground stainless steel piston rods and tie rods ¥ Front or rear flange mounts available by extending tie rods
¥ Threaded rods standard ¥ 0-150 PSI operating pressure range

Model 3000 4000
Rod Dia. 5/8 3/4

A 5/8-18 3/4-16
B 3/8Ó NPT 1/2Ó NPT
C 3-1/2 4-1/2
D 3/4 1-1/8
F  4 5
G 5-1/2 6-1/2

Tie Rod 5/16 3/8

3Ó Bore Tie Rods 2-3/4Ó Centers
4Ó Bore Tie Rods 3-5/8Ó Centers

NOTE:  -1 Rods Availble in 3000 / 4000 Series

Cylinder Model Speci f icat ion Chart ORDERING DATA

When ordering, please specify the following:

1 Model number
2 Stroke in inches
3 SINGLE or DOUBLE acting
4 Cushions if required (adjustable or nonadjustable;

no addition to length for cushions)
5 If plain rod required
6 Media
7 Temperature
8 Pressure
9 Optional attachments

10 Extended tie rods (optional)
11 Consult factory on high temperature applications

Cl ev is Mount Doubl e Pist on  Rod

Foot  Mount Trunnion  Mount

MODELS:   3000 -F (3 ”), 4000 -F (4 ”) MODELS:   3000 -T (3 ”), 4000 -T (4 ”)

MODELS:   3000 -C (3 ”), 4000 -C (4 ”) MODELS:   UDPC-3000 (3 ”), UDPC-4000 (4 ”)


