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33Cylinders & Valves, Inc.   20811 Westwood Drive    P.O . Box 360555    Strongsville, O hio 44149
Phone: (440) 238-7343 or 238-7344    Fax: (440) 238-3812    Web: w w w.cylval.com    Email: corporate@cylval.com

M anu f act ur ing  since 1958
BC & TC SERIES Back t o  Back Cy l ind ers
0-500 PSI, St and ard  & Heavy  Dut y  Pist on  Rods

Model 300 500 500-1 700 700-1 700-2 1100 1100-1 1100-2 1500 1500-1   2100     2100-1
Rod Dia.  3/16 1/4 5/16 3/8 5/16 3/8 1/2 5/8

Bore 3/8 1/2 3/4 1-1/8 1-1/2 2
A 10-24 1/4-20 5/16-18 3/8-16 5/16-18 3/8-16 1/2-20 5/8-18 5/8-11
B 1/2-20 5/8-18 3/4-16 5/8-18 7/8-14 1-14
C .528/.529 .684/.686 .749/.751     .684/.686 .874/.876 1.057
D 5/16 7/16 5/8 3/4
E 5/8 7/8 1-1/4 1-1/2
F 7/8 1 1-1/4 1-3/4 2 2-1/2
G 5/8 3/4 7/8 1-1/4 1-3/4 2-1/4
H 1.525 2.000 2.750 2.87 3.000 3.750
J 1.125 1.500 2.000 2.125 2.250 2.750
K .250 0.312 .500
L #6 #5 9/32

AVAILABLE IN 3/8Ó, 1/2Ó, 3/4Ó, 1-1/8Ó, 1-1/2Ó A ND 2Ó BORES
CHECK STA NDARD CYLINDERS FOR DIMENSION ON TUBE & ROD END, 3/4Ó EXTENSION ON ALL M ODELS

All heavy wall 1 /8Ó brass cylinder tubes Available as Single or Double Acting, or one end Double
Polished and ground #303 stainless steel piston rods Acting & one end Single Acting. Stroke lengths may be
Threaded rods standard identical or different. Standard stroke lengths 1Ó upward
ÒOÓ ring or ÒUÓ cup seals (specify) in 1Ó increments.O ther lengths may be ordered.
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