BM, MBM & BMA Blow Mold Cylinders
3/4Q 1Q & 1-1/80Bore Blow Mold Cylinders, 0-500 PSI

Manufaeturing since 1958

SPECIAL FEATURES

e Heavy duty brass tube

* Non-corrosive throughout

e Polished & ground stainless stee
*"0"ring, Buna "N" seals

Series BM with

Built-In Blow Control
3/4” Minimum Stroke

* Needle end of piston can be
altered to customer specifications

| piston rods

Series MBM with

Built-In Blow Control
3/8” Minimum Stroke
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ORDERING DATA

1/8-27 NP.T. PORTS (2> 5/8-18 THD.

Cylinder Model Specification Chart

Model No. 700 1000 1100
When ordering, please specify the following: Bore 3/4 1 1-1/8
A-Hex 7/8 1-1/4 1-1/4

1 Model number

2 Stroke ininches ' Additional Information

3 fﬂ';'jl;E or DOUBLE acting for BM, MBM & BMA Series Cylinders

g Temperature Cylinder Engineering Data ...................... See Pages 42-43
Pressure Small Bore Cylinder Service Parts List ........ See Pages 44-45

Cylinders & Valves, Inc.
Phone: (440) 238-7343 or 238-7344

20811 Westwood Drive PO. Box 360555
Fax: (440) 238-3812 Web: www.cylval.com

Strongsville, Ohio 44149
Email: corporate@cylval.com



