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Cyl inders &  Valves, Inc .   20811 Westwood Drive    P. O. Box 360555    Strongsville, Ohio 44149
Phone: (440) 238-7343 or 238-7344    Fax: (440) 238-3812    Web: www.cylval.com    Email: corporate@cylval.com32

CV SERIES Doubl e Act ing  Cy l ind ers
10-150 PSI, w it h  Int egr al  4-Way  Sol enoid  Op er at ed  Val v e

Foot  Mount
MODELS:
2000-F-CV
3000-F-CV
4000-F-CV

Trunnion  Mount
MODELS:
2000-T-CV
3000-T-CV
4000-T-CV

Doubl e Pist on  Rod
MODELS:
UDPC-2000-CV
UDPC-3000-CV

UDPC-4000-CV

Cl ev is Mount
MODELS:
2000-C-CV
3000-C-CV
4000-C-CV

Model 2000 3000 4000
Bore 2 3 4

A 5/8-18 3/4-16
B 1-3/8 1-5/8
C 2-1/2 3-1/2 4-1/2
D 1/2 3/4 1-1/8
E 2-1/8 2-3/4
F 3-1/4 4-1/8
G 9/16 11/16
H 3-1/2 5-1/2 6-1/2
J 2-1/2 4 5
K 1/2 3/4
L 1-3/8 3
M 3/4 2-1/4
N 1/2 3/4
P 1-1/2 1-3/4

¥ Non-corrosive throughout ¥ 1/8” DIAMETER ORIFICE
¥ Heavy duty 1/8” brass tube ¥ Aluminum body
¥ Extruded brass heads ¥ Brass spool
¥ Polished and ground #303 ¥ “O” ring seals
¥ Stainless steel piston rods ¥ Operating temperature:
¥ Threaded rods standard -40 degrees F to +180 degrees F
¥ “T” ring piston seal on 2” bore ¥ Continuous or intermittent duty cycle
¥ “U” cup piston seal on 3” & 4” bore ¥ Power consumption: 7 watts    ¥ Most AC or DC voltages available
¥ Adjustable cushions (front and rear) available ¥ Varnish impregnated, layer wound, Class A coil with 24” wire leads

CYLINDER FEATURES SOLENOID FEATURES

Addi t ion al  In for mat ion
for  CV Ser i es Cy l ind ers

Cylinder Engineering Data................
.............................. See Pages 42-43
Small Bore Cylinder Service Parts List
.............................. See Page 46

ORDERING DATA

When ordering,
please specify the following:

1 Model number
2 Stroke in inches
3 Temperature
4 Media
5 Pressure
6 Voltage
7 Cushions if required
8 Extended tie rods 

(optional)
9 Low swell seals

(optional)

Front or rear flange mounts    
available by extending
tie rod length.


