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H-1000 Ser i es High  Pressure Cyl ind ers
1Ó Bore Cyl ind er, 0-1500 PSI, Air  or  Hydr aul ic

SPECIA L FEATURES
¥ Non-corrosive throughout ¥ All parts easily & economically serviced
¥ Heavy wall tube (1/8” thick brass, pump cylinder finish) ¥ Aircraft type “O” ring seals and “T” ring seals
¥ Polished & ground stainless steel piston rods (Buna “N” standard compound)
¥ Threaded rods standard ¥ 0-1500 PSI operating pressure range

Addi t ion al  In f or mat ion  f or  H-1000 &  H-1500 Ser i es Cyl ind ers
Cylinder Specification Chart and Ordering Data .................................................................... See Page 23
Fittings and Accessories for H-1000 & H-1500 Series Cylinders .............................................. See Pages 37 & 39
Cylinder Engineering Data .................................................................................................... See Pages 42-43
Small Bore Cylinder Service Parts List ..................................................................................... See Page 46

For Stroke Add
1” to 4-1/2” 1”
4-5/8” to 6-1/2” 1-1/2”
6-5/8” to 8-1/2” 2”

* For  spr ing ret urn cyl inders  --  To base lengt h:

Cl ev is Mount Adjust abl e Trunnion  Mount

Univ ersal  Front  Mount Univ ersal  Rear  Mount

MODEL:   HC-1000 1Ó St roke Minimum MODEL:   HRC-1000   1Ó St roke Minimum

MODEL:   HCC-1000 1Ó St roke Minimum MODEL:   HTC-1000   1Ó St roke Minimum

1-1/8Ó Bore Cyl ind er, 0-1500 PSI, Air  or  Hydr aul ic, High  Pressure Cyl ind ers av ai l abl e on  requ est


