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23Cylinders & Valves, Inc.   20811 Westwood Drive    P.O . Box 360555    Strongsville, O hio 44149
Phone: (440) 238-7343 or 238-7344    Fax: (440) 238-3812    Web: w w w.cylval.com    Email: corporate@cylval.com

Manu f act ur ing since 1958
H-1500 Ser ies High Pressure Cyl inders
1-1/2Ó Bore Cyl inder, 0-1500 PSI, A i r  or  Hydraul ic

SPECIAL FEATURES
•  Non-corrosive throughout •  All parts easily & economically serviced
•  Heavy wall tube (1/8Ó thick brass, pump cylinder finish) •  Aircraft type ÒOÓ ring seals and ÒTÓring seals
•  Polished & ground stainless steel piston rods (Buna ÒNÓ standard compound)
•  Threaded rods standard •  0-1500 PSI operating pressure range

For Stroke Add
1Ó to 2Ó 1Ó
2-1/8Ó to 4Ó 2Ó
4-1/8Ó to 8Ó   3Ó

** For  spr ing return cyl inders  --  To base length:
ORDERING DATA

When ordering, please specify the following:

1 Model number
2 Stroke in inches
3 SINGLE or D O UBLE acting
4 If plain rod required
5 Media
6 Temperature
7 Pressure
8 O ptional attachments
9 Flats on rod (optional)

10 Consult factory on high temperature applications

Clev is Mount Front  Trunnion Mount

Front  Flange Mount Rear  Flange Mount

MODEL:   HC-1500 1Ó Strok e Minimum MODEL:   HRC-1500   1Ó Strok e Minimum

MODEL:   HCC-1500 1Ó Strok e Minimum MODEL:   HTC-1500   1Ó Strok e Minimum


