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Cyl inders &  Valves, Inc .   20811 Westwood Drive    P. O. Box 360555    Strongsville, Ohio 44149
Phone: (440) 238-7343 or 238-7344    Fax: (440) 238-3812    Web: www.cylval.com    Email: corporate@cylval.com30

Item Description Model Number
1000 1100 1500 2100

1 Nut P-360
2 Name Plate P-361
3 Cover P-363
4 Tube P-364
5 Coil P-365-1 (Specify Voltage)
6 Plunger P-366
7 Seal P-368
8 Spring P-367
9 Body 1090-L 1190-L 1590-L 2190-L

10 Tube Seal A-210 A-212 A-219 A-224
11 Piston Seal A-210 A-212 A-218 A-326
12* * Piston Ass’y 1005 1105 1505-A1 2105-A1
13* * Stop 1065 1165 1565 2165
14* * Tube 1001 1101 1501 2101
15* * Spring 1166 1566 2166
16 Rod End 1002-A1 1102-A1 1502-A12 2102-A12

MODEL NO. 1000 1100 1500 2100
BORE 1Ó 1-1/8Ó 1-1/2Ó 2Ó

A 5/16-18 1/2-20 5/8-18
B 5/8-18 1-14 1-1/4Ñ 12
C 0.686 1.122 1.373
D 3/4 1 1-1/2
E 19/32 13/16 1
F 4-27/32+ 5-1/2Ó+
G 7/64 3/16
H 1-1/4Ó HEX 1-3/4Ó DIA 2-1/4Ó DIA
J 1-3/4
L 19/64 3/8
M 1-1/2 2-1/4 2-7/8
N 2-1/4 3 3-7/8
O 5/16 3/8 1/2

* * Please specify cylinder stroke

SPECIAL FEATURES
¥ 1Ó, 1-1/8Ó, 1-1/2Ó and 2Ó bore sizes

available from stock
¥ Non-corrosive throughout
¥ Heavy wall tube (1/8Ó thick brass,

pump cylinder finish)
¥ Polished & ground stainless steel

piston rods
¥ Threaded rods standard
¥ Aircraft type ÒOÓ ring seals

(Buna ÒNÓ standard compound)
¥ 0-150 PSI operating pressure range

CYLINDER DESCRIPTION
¥ Single acting spring return
¥ Media: air, water or oil
¥ Operating pressure to 150 PSI
¥ Temperature range:

-40 degrees F to +180 degrees F
¥ Operating speed to 600 CPM

SOLENOID DESCRIPTION
¥ Most AC or DC voltages available
¥ Continuous or intermittent

solenoid coil
¥ 185 degrees F max. heat rise

for continuous duty
¥ 10 watt power consumption
¥ AC response time: 4-8ms to open,

6-12ms to close

ORDERING DATA  
When ordering,
please specify the following:

1 Model number
2 Stroke in inches
3 If plain rod required
4 Media
5 TEMPERATURE APPLICATIONS
6 Pressure
7 Voltage
8 Optional attachments
9 Flats on rod (optional)

10 Low swell seals (optional)
11 Consult factory on 

high temperature applications

LSRC & LSRTC Solenoid Operat ed Cylinders
1Ó t hru 2Ó Bore, 0-150 PSI, Single Act ing Spring Ret urn Only


