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SPECIAL FEATURES
¥ 1Ó, 1-1/8Ó, 1-1/2Ó and 2Ó bore sizes ¥ Polished & ground stainless steel piston rods

available from stock ¥ Threaded rods standard
¥ Non-corrosive throughout ¥ Aircraft type ÒOÓ ring seals (Buna ÒNÓ standard compound)   
¥ Heavy wall tube (1/8Ó thick brass, pump cylinder finish) ¥ 0-150 PSI operating pressure range

Dimensions f or  SUC & SUTC Ser ies

MODEL 500 700 700-1 700-2 1100 1100-1 1100-2 1500 1500-1 2100
BORE 1/2Ó 3/4Ó 1-1/8Ó 1-1/2Ó 2Ó

A 3.93 4.25 4.44 4.63
B 2.12 2.22
C 0.12 0.18 0.25 0.50
D 0.50 0.593 0.703 0.875
E 0.750 0.870 1.560 1.870
F 0.370 0.430 0.620 0.780 0.930
G 1.000 1.250 1.750 2.000 2.500
H 1/4-20 5/16-18 3/8-1 5/16-18 3/8-1 1/2-20 1/2-13 5/8-18
J #6 0.250
K 1.03 1.75
L 0.250 0.340 0.460 0.500
M 1.62 2.000 2.750 3.000 3.500
N 1.12 1.150 2.000 2.250 2.750
O 0.250 0.312 0.500
P 1/8Ó NPT 1/4Ó NPT

Add i t i onal  In f o rmat ion  f o r  SUC & SUTC Ser ies Cy l inders con t inued  on  Page 29

Part Directory & Ordering Data ............................................................................................. See Page 29
Fittings and Accessories for SUC & SUTC Series Cylinders ....................................................... See Pages 35-41
Cylinder Engineering Data .................................................................................................... See Pages 42-43
Small Bore Cylinder Service Parts List ..................................................................................... See Pages 44-45
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CYLINDER DESCRIPTION SOLENOID DESCRIPTION
¥ Single acting spring return ¥ Most AC or DC voltages available
¥ Media: air, water or oil ¥ Continuous or intermittent solenoid coil
¥ Operating pressure to 150 PSI ¥ 185 degrees F max. heat rise for continuous duty
¥ Temperature range: -40 degrees F to +180 degrees F ¥ 10 watt power consumption
¥ Operating speed to 600 CPM ¥ AC response time: 4-8ms to open, 6-12ms to close

Par t  Di rect ory  f or  SUC & SUTC Ser ies (see i l lust rat ion on page 28)

ORDERING DATA

When ordering, please specify the following:

1 Model number
2 Stroke in inches
3 If plain rod required
4 Media
5 TEMPERATURE APPLICATIONS
6 Pressure
7 Voltage
8 Optional attachments
9 Flats on rod (optional)

10 Low swell seals (optional)
11 Consult factory on high temperature applications

ITEM PART NAME MODEL NUMBER
500 700 1100 1500 2100

1 NUT 350 360
2 NAME PLATE 361
3 COVER 353 363
4 TUBE ASS’Y 354 364
5* COIL 355-1 365-1
6 PLUNGER 356 366
7 WASHER 358 368
8 PLUNGER SPRING 357 367

9 BODY ASSEMBLY 590-1 790-1 1190-1 1590-1 2190-1
10 TUBE SEAL A-111 A-114 A-211 A-220 A-22
11 PISTON SEAL A-012 A-113 A-212 A-218 A-326
12 PISTON SEE 15 SEE 15 SEE 15 SEE 15 SEE 15

SPRING STOP FOR STROKE UP TO AND INCLUDING
0Ó-2Ó 0Ó-2Ó 0Ó-2Ó 0Ó-2Ó 0Ó-2Ó1Ó STOP
765-1 1165-1 1565-1

13**
2-1/8Ó-4Ó 2-1/8Ó-4Ó 4-1/8Ó-6Ó 2-1/8Ó-4Ó 2-1/8Ó-4Ó1-1/2Ó STOP

565-2 765-2 1165-2 2165-2
4-1/8Ó-5Ó 4-1/8Ó-5Ó 6-1/8Ó-8Ó 4-1/8Ó-5Ó 4-1/8Ó-5Ó2Ó STOP

565-3 765-3 1165-3 1565-3 2165-3
14 TUBE 501 701 1101 1501 210115
15 PISTON ROD ASS’Y 505 705 1105 1505 2105

16
SPRING:

566-1 766-1 1166-1 1566-1 2166-1(DENOTE STROKE)
17 ROD END 402-A1 602 1102-A4 1502-A4 2102-A4

*   355-1 & 365-1 standard 110 volt 60 cycle coils.
220/60 & 440/60 and most DC coils available.
Please specify voltage when ordering

* *  Add stop length to ÒAÓ dimension for stroke required
as specified ÓStroke Up To and IncludingÓ
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